
www.jasolar.comSpecifications subject to technical changes and tests.JA Solar reserves the right of final interpretation.Assembled with high-efficiency Multi-busbar PERC cells, the half-cell configuration of the 

modules offers the advantages of higher power output, better temperature-dependent 

performance, reduced shading effect on the energy generation, lower risk of hot spot, as 

well as enhanced tolerance for mechanical loading.

455W MBB Half-Cell PERC ModuleMonoJAM78S104435-455/MR/1500VSeriesIEC 61215, IEC 61730ISO 9001:02r154Quality management systemsISO 14001:02r154Environmental management systemsOHSAS418001:02r078Occupational health and safety management systemsComprehensive Certificates

IntroductionLower temperature coefficient Shanghai JA SolarTechnology Co., Ltd.



 JAM78S10 435-455/MR/1500VOPER TING CONDITIONSMaximum System oltage

Operating  Temperature

Maximum Series Fuse

Maximum Static Load,Front

Maximum Static Load,Back

NOCT

Application Class1500V DC(IEC)

-4020A

45� 2Class A

Irradiance 800W/m², ambient temperature32-��

wind speed 1m/s, AM

2GELECTRICA ARAMETERS

AT NOCT 

TYPE

Open Circuit 

oltage(Voc) [V]

Max Power oltage(Vmp) [V]

Short Circuit Current(Isc) [A]

Max Power Current(Imp) [A]

NOCT

33 

58 4541-43

804080 4

342

51261

41-86

8057

8 17

334

58 6641-28

804880 9

338

58 8641-5780538013

346537384 -1480618021JAM78S10 63435/MR/1500V

JAM78S10 63440/MR/1500VJAM78S10 63445/MR/1500V

JAM78S10 63450/MR/1500V

JAM78S10 63455/MR/1500V

CHARACTERISTICSELECTRICA ARAMETERS

AT STC

TYPERated Maximum Power(Pmax) [W]

Open Circuit 

oltage(Voc) [V] Maximum Power Voltage(Vmp) [V]

Short Circuit Current(Isc) [A]

Maximum Power Current(Imp) [A]

Module E f ficiency [%]

Power Tolerance

Temperature Coe f�I�L�F�L�H�Q�W���R�I���,�V�F���.�B�,�V�F��Temperature Coe f ficient of �R�F�����Boc)

Temperature Coe f�I�L�F�L�H�Q�W���R�I���3�P�D�[�����B�3�P�S��STC

435

52.73

44050

-0 40

9203

20. 45 

5325845251

-0 52

9289

20.7

44 

5320044
-7

-0 44

9281

20.3445

5327145218

-0 48

9285

20.5

JAM78S10 63435/MR/1500V0~+5W

+0. 44%/�� -0272%/�� -0350%/��Irradiance31000W/m²,

cell temperature 25��AM1-5GRemark: Electrical data in this catalog do not9refer to a single module and they are not9part of the o

ffe.They only serve for comparison among di

f

ferent module types.

Remark: customized frame color and cable length available upon requestV�H�U�V�L�R�Q���1�R���������*�O�R�E�D�O�B�(�1�B�����������������$

SPECIFIC TIONS

MECHANICAL  DIAGRAMS

Cell

W eight

Dimensions

Cable Cross Section Size

No. of cellsMono 24.5kg±3%

2180±2mm×996±2mm×40±1mm

4mm² 156(6×26��

 0102030405060Portrait:300mm(+)/400mm(-);Landscape:1200mm(+)/1200mm(-)C

able Len

gth(Includin

g C

onn

ector)QCl78l-35/45H4 UTXC

onn

ector

Country of ManufacturerChina/Vietnam3600Pa,81.51600Pa,81.5Measurement tolerance at STC: Pmax ±38%, Voc ±2% and Isc ±4%.                    Genuine MC4-EVO2


